WO 2007/071117 



1/5 



PCT/CN 2005/002305 




WO 2007/071117 



2/5 



PCT/CN2005/002305 




WO 2007/071117 



PCT/CN2005/002305 



3/5 



N 



Start J 



Decide to change an old scheduler with a new 
scheduler while VMM is still running 



Service OS issues a scheduler changing request 
into VMM to change the old scheduler 



JL 



Cease switch devices owned by the running VM 



Unload the old scheduler 



Load the new scheduler 



I 



301 



302 



303 




304 



305 



306 



307 



activate the new scheduler, e.g., by replacing 
scheduler identifier or function pointer array for 

the new scheduler or by dynamically patching 
addresses associated to the new scheduler into 
the scheduling request. 




FIG. 3 



WO 2007/071117 



PCT/CN2005/002305 



4/5 



Start 




Receiving a scheduling request 



I 



401 



402 



Transfer the request to the new scheduler 



I 



handle the scheduling request 



I 



403 

1 404 



Return scheduling information to the requester 




FIG. 4 



WO 2007/071117 



PCT/CN2005/002305 



5/5 



PROCESSOR 
50 



CHIPSET 52 



MEMORY 
CONTROLLER 
HUB 
520 



MEMORY 
51 



I/O 
DEVICE 
53 



BIOS 
FIRMWARE 
54 



INPUT/OUTPUT 
CONTROLLER 

HUB 

521 



FIRMWARE HUB 
522 



FIG. 5 



